DAILY STATUS REPORT  
5/17/12                 
          Level
             Rainfall Yesterday
Sugar Hollow        

Full


0.0”  
Ragged Mountain  
          -19.9’


0.0”
South Rivanna       

Full


0.1”
Totier
Creek


Full


0.0”
Beaver Creek        

Full


0.0”
Urban Reservoirs: 78.1% of Pre-Dam Construction Useable Capacity 

                            100.0% of Dam Construction Period Useable Capacity

The Ragged Mountain Reservoir is being maintained for the duration of the construction of the new earthen dam such that the reservoir is full at 621 feet above mean sea level, or 20 feet lower than the crest of the existing Lower Ragged Mountain Dam spillway.  The “Dam Construction Period Useable Capacity” identified above represents the Useable Storage Capacity of the Urban System during this construction, with potential storage in the Ragged Mountain Reservoir above elevation 621 feet not available or useable.
5/16/12          


Flow


Demand
South Rivanna


7.782


  10.242
Observatory   


1.223
North Rivanna


0.353
                      


9.358
5/15/12                     

Flow


Demand
South Rivanna


7.435                           9.170

Observatory   


1.225

North Rivanna 

0.248
                      


8.908

5/14/12                    

Flow


Demand
South Rivanna


7.561                           8.909
Observatory   


1.224
North Rivanna


0.403
                     


9.188
